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Sonesse® 30 WireFree (Li-ion) RTS

Offers control via Radio Technology Somfy® (RTS)

Dimensions

Specifications                                                

Voltage 12V DC

Torque 2 Nm

Sound Level 44 dBA

Speed 10-28 rpm adjustable

Low Battery Indicator LED

Radio Frequency for RTS 433.42 MHZ

#1003128

Technical Features

Voltage Supply 12V DC

Index Protection Rating
(interior use only)

IP 20

Limit Switch Type Electronic

Temperature Working Range 32°F to 140°F (0°C to 60°C)

Insulation Class Class III

Antenna

23.69 in. (601.7 mm)

.3 in. (7.6 mm)

1.88 in. (47.7 mm)

1.14 in. (29 mm)Motor Charging Cable (attached) 10 in. (254 mm) Plug

.393 in.
(10 mm)

.125 in. (3.2 mm)

RF antenna wire must be exposed and should not 
come in contact with metal surfaces for greatest RF 
range. RF wire may need to be reposiyioned for optimal 
performance. RF antenna wire must not be cut.

Applications

Roller/Solar Shades Roman Shades Woven Wood ShadesSheer Horizontals

 

  Horizontal Blinds

Features Somfy patented Modulis control, capable of precision tilting of blind slats.

Sonesse 30 WireFree Plug-in Charger
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